
    
    



23 5

unit

Digital Multi-tester DC Voltage Range: 200mV to 600V in five 
ranges (auto ranging)
AC Voltage Range: 2V to 600V in four ranges (auto ranging)
DC Current Range: 200mA to 10A in six ranges
Resistance Range: 200 Ohms to 20M in six ranges
Transistor hFE Test Range: 0 to 2000
preferably : Alexan AC650 or Sanwa           ( for COE use)

1,500.00 7,500.00

24 3

set

Digital Oscilloscope Bandwidth: 100Mhz
Real-time sample rate:
   2GSa/s (Single Channel)
   1GSa/s (Dual Channel)
Equiv. sample rate: 50GSa/s
Refresh rate: 2000 wfms/s
Memory Depth: 10kpts (Single Channel)
                           5 kpts (Dual Channel)        ( for COE use)

55,000.00 165,000.00

25 1
pc.

Digital vernier caliper,dual inch and mm mode; 300mm(12inch);min 
readout 0.1mm, LCD 5 digit display;high quality   ( for SET use )

1,700.00 1,700.00

26 2

set

Dynamics Track Optics Kit, Pasco OS-8471 Includes: Basic optics 
light source (point, luminous object, rays, and colors)
               Two adjustable lens/Mirror holders
               Geometric lens set (+ 100 mm, +200 mm, and -150 mm)
               Viewing screen
               Three optics carriages     ( for SET use )

10,101.72 20,203.44

27 2

unit

Economical Mini Stirrer Specs:
   Top Plate = 4"x4"
   Materials = Ceramic
   Speed Range = 60 to 1500 rpm
   220 VA, 60 Hz
   Stirring Capacity = 1 L        ( for CSM use )

9,000.00 18,000.00

28 1 unit Economy Visible Beamsplitter (50:50)   ( for SGS use ) 5,500.00 5,500.00
29 1

set

Electroformed Diffraction Slits: Complete Slit Set - Advanced 
Optics, Pasco OS-9165 Specifications: Slide 1; 1-4 single slits, 
widths 0.02, 0.04, 0.08, 0.16 mm
                        Slide 2; 2-4 sets of double slits, widths 0.04 and 
0.08, spacing 0.25 and 0.5 mm
                        Slide 3; 3-4 set of multiple slits, 2, 3, 4, 5 slits width 
0.04 mm, spacing 0.125 mm
                        Slide 4; 4-Apertures, 2 circular apertures 0.04, 0.08 
mm diameter, 1 array triangular apertures (equilateral), 1 array of 
square apertures   ( for SET use )

16,836.19 16,836.19

30 1 unit Fast Silicon Detector   ( for SGS use ) 15,000.00 15,000.00
31 1

pc.
Fortin Barometer 670 to 800mmHg, thermometer range -10 to 50 
degree celsius   ( for SET use )

2,600.00 2,600.00

32 1 unit Function Generator, Pasco PI-8127 Features: LCD Readout
                Frequency/Range Selection
                Output Standby
                Output Current/Voltage Maximum
                Offset Voltage
                Frequency Sweep
Available Waveforms:  Sine
                                    Triangle
                                    Square
                                    Positive Ramp



Root mean Square (RMS) Current, Offset Voltage, Maximum 
Current/Voltage
                         Special Display Mode, Large digits for frequency
                         Amplitude Modulation, Modulate the signal of one 
function generator using another
                         Frequency Sweep, Generate a signal to sweep 
through start/end frequency, selected sweep time, and auto-repeat 
the sweep
                         Programmable Current Limit, Set the maximum 
current to limit current output
                         USB connection for software updates, Download 
latest software from pasco.com and install through the USB 
connection  9     
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